Install Manual

Abstract

The full-featured use of the software needs to follow the two
steps to install the software correctly.

1. CP210X Driver Install Manual

2. Software Manual



1. CP210X Driver Install Manual

The files of CD or file box are shown in the Figurel.

DMM Data Processor

Drivers
DMM Communication Protocol(V3.0).pdf
Install Manual(V3.0).pdf

Figure 1
First, the user needs to select the appropriate installation files
according to their operating system in the Drivers.

CP210x_VCP_Windows.zip support operating system with Windows
XP/Server 2003/Vista/7/8/8.1;

CP210x_Windows_Drivers.zip support operating system with Windows
7/8/8.1/10/11.
Unzip the package, select the appropriate installation file. Click

CP210xVCPInstaller_***.exe, Appear as shown in Figure 2:



CP210x USB to UART Bridge Driver Installer

4 Welcome to the CP210x USB to
Q\ UART Bridge Driver Installer

~§

This wizard will help you install the drivers for your CP21(x
USB to UART Bridge device.

To continue, click Next.

o

Figure 2
Click Next, Appear as shown in Figure 3,Select “| accept this
agreement”.

CP210x USB to UART Bridge Driver Installer

License Agreement
5

== To continue, accept the following license agreement. To read the entire
% agreement, use the scroll bar or press the Page Down key.

LICENSE AGREEMENT -
SILICON LABS VCP DRIVER
IMPORTANT: READ CAREFULLY BEFORE AGREEING TO TERMS

THIS PRODUCT CONTAINS THE SILICON LABS VCP DRIVER AND
INSTALLER PROGRAMS AND OTHER THIRD PARTY
SOFTWARE.TOGETHER THESE PRODUCTS ARE REFERRED TO

AS THE "LICENSED SOFTWARE". USE OF THE LICENSED
SOFTWARE IS SUBJECT TO THE TERMS OF THIS LICENSE -

@il accept this agreement: Save As ' [ Print
| | dont accept this agreement




Figure 3
Click Next, The installation is running, Please hold on for a moment.

The installation is completed, Appear as shown in Figure 4:

CP210x USB to UART Bridge Driver Installer

Completing the Installation of the
CP210x USB to UART Bridge Driver

The drivers were successfully installed on this computer.

You can now connect your device to this computer. If your device
came with instructions, please read them first.

| Driver Name Status

| v Silicon Laboratories Inc. ... Readyto use

Finish [ l Cancel l

Figure 4
Click Finish, The instrument can be connected to the PC to verify
that the installation is correct.

The verification method is as follows:
See in the Computer Manager has Silicon Labs CP210X USB to UART
Bridge(COM?*), Appear as shown in Figure 5:
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2. Software Manual

The upper software is in the DMM Data Processor folder in the installation

file, open DMM-EN.exe as shown in figure 1 below:

Figure 1
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DMM-EN

Figure 2

In Figure2, select the installation path of the directory file, and then click

z B Setup - SerialDmm_EN version 1.0.0 l = | |_i:?-J\

Select Destination Location
Where should SerialDmm_EM be installed?

| [] Setup will install SerialDmm_EM into the following folder,

To continue, dick Mext, If you would like to select a different folder, dick Browse.,

c: SerialDmm_EN| Browse...

At least 66,8 MEB of free disk space is required.

Mext ] [ Cancel




"Next" to bring up the dialogue box in Figure 3.

Figure 3

B Setup - SerialDmm_EN version 1.0.0 =

Select Additional Tasks
Which additional tasks should be performed?

2ulfs

Select the additional tasks you would like Setup to perform while installing SerialDmm_EN, then did: Mext.

Additional shortcuts:
Create a desktop shortout

[ Back ][ Mext J[ Cancel ]

In Figure 3, you can choose to create a desktop shortcut according to their
own preferences, it is recommended to tick the box to select, and then
press "Next", pop-up dialogue box Figure 4.



Figure 4.
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B Setup - SerialDmm_EN version 1.0.0 =L —

Ready to Install
Setup is now ready to begin installing SerialDmm_EN on your computer.

Click Install to continue with the installation, or dick Back if you want to review or change any settings.

Destination location: -
D:\SerialDmm_EN

Additional tasks:
Additional shortcuts:
Create a desktop shortcut

Back || Instal | [ cancel

Figure 5

In Figure 5, click "Install" to install, after a short wait to pop up Figure 6.
dialogue box.
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B Setup - SerialDmm_EN version 1.0.0

Completing the SerialDmm_EN Setup
Wizard

Setup has finished installing SerialDmm_EN on your computer. The
application may be launched by selecting the installed shortcuts.

Click Finish to exit Setup.

Launch SerialDmm_EN

Figure 6. In Figure 6, click "Finsh" to complete the installation.






