
Install Manual 
 

Abstract 
The full-featured use of the software needs to follow the two 
steps to install the software correctly. 

 

1、 CP210X Driver Install Manual 

2、 Software Manual 



1、CP210X Driver Install Manual 

The files of CD or file box are shown in the Figure1. 
 

 
 

Figure 1 
First, the user needs to select the appropriate installation files 

according to their operating system in the Drivers. 
 

CP210x_VCP_Windows.zip support operating system with Windows 
XP/Server 2003/Vista/7/8/8.1; 

 

CP210x_Windows_Drivers.zip support operating system with Windows 
7/8/8.1/10/11. 

Unzip the package, select the appropriate installation file. Click 

CP210xVCPInstaller_***.exe, Appear as shown in Figure 2： 



 
 

Figure 2 
Click Next, Appear as shown in Figure 3,Select “I accept this 

agreement”. 
 
 
 



Figure 3 

Click Next，The installation is running, Please hold on for a moment. 

The installation is completed, Appear as shown in Figure 4: 

 

 
 

Figure 4 
Click Finish, The instrument can be connected to the PC to verify 

that the installation is correct. 
 

The verification method is as follows： 
See in the Computer Manager has Silicon Labs CP210X USB to UART 
Bridge(COM*), Appear as shown in Figure 5: 



 
 
 
 
 
 
 

 

Figure 5 

2、Software Manual 

The upper software is in the DMM Data Processor folder in the installation 
file, open DMM-EN.exe as shown in figure 1 below: 

 
Figure 1 

 



 
 

 

Figure 2 
 

In Figure2, select the installation path of the directory file, and then click 
 
 
 
 
 
 
 

 



"Next" to bring up the dialogue box in Figure 3. 

 
 

Figure 3 
 

 
In Figure 3, you can choose to create a desktop shortcut according to their 
own preferences, it is recommended to tick the box to select, and then 
press "Next", pop-up dialogue box Figure 4. 



 

Figure 4. 
 
 
 
 
 
 

 
 
 
 
 
 

 
Figure 5 

 
In Figure 5, click "Install" to install, after a short wait to pop up Figure 6. 
dialogue box. 



 
 
 
 
 

Figure 6. In Figure 6, click "Finsh" to complete the installation. 



 


